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TAC inserts 
Selection Guides

(2-2)
Grades

(1-1)

TAC boring 
toolholders

(5-1)
Technical reference

(15-1)
TAC toolholders

(4-1)

TAC External 
Toolholders

TAC Internal 
Toolholders

J-series
(Only R= 09)

Rhombic, with hole

Negative

Note: Chipbreaker cross sections are of  * marked inserts.
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Insert Cat. No.
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toolholders
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TAC Inserts, Negative

Cutting edge length (R) Thickness (s) Corner radius (rε) Chipbreaker
symbol

(4-14, 4-15,
4-44, 4-46, 

4-80)

Stocked grades
Coated Coated

cermet Cermet Un-
coated

 � : Stocked items.
 � � Will be replaced by new products.
 � � Available from 2011.
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 Inserts

Steel Stainless SuperalloysCast Iron Non-ferrous Hard
Materials

TAC inserts 
Selection Guides

(2-2)
Grades

(1-1)

TAC boring 
toolholders

(5-1)
Technical reference

(15-1)
TAC toolholders

(4-1)
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� : Stocked items.
� � Will be replaced by new products.

Note: Chipbreaker cross sections are of  * marked inserts.
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Appearance
(Cross section)

Insert Cat. No.
Coated

Stocked grades
Applicable
toolholders

(pages)

CermetCoated
cermet

TAC Internal 
Toolholders

TAC Internal 
Toolholders

Rhombic, with hole

Negative Cutting edge length (R) Thickness (s) Corner radius (rε) Chipbreaker
symbol

TAC External 
Toolholders

TAC External 
Toolholders
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CNMG120404-11 � �� �

*CNMG120408-11 � �� �

CNMG120404-17 �� �

*CNMG120408-17 �� �

CNMG120412-17

*CNMG120408-ASW ����� �

CNMG120412-ASW ����� �

CNMG120404-AS ���� �

*CNMG120408-AS ���� �

CNMG120412-AS ����

CNMG090304-CB � �

*CNMG090308-CB � �
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(15-1)
TAC toolholders

(4-1)
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Note: Chipbreaker cross sections are of * marked inserts.

A
p

p
lic

at
io

n

Chipbreaker

Appearance
(Cross section)

Insert Cat. No.
Coated

Stocked grades
Applicable
toolholders

(pages)

CermetCoated
cermet

TAC Internal 
Toolholders

TAC Internal 
Toolholders

F
in

is
h

in
g

F
in

is
h

in
g

 o
f 

m
ild

 s
te

el
s

H
ig

h 
fe

ed
, s

m
al

l d
ep

th
 o

f 
cu

tt
in

g
B

o
ri

n
g

 
(D

o
u

b
le

 s
id

ed
 c

h
ip

b
re

ak
er

)

Uncoated

TAC Internal 
Toolholders

TAC Internal 
Toolholders

J-series
(Only R= 09)

Rhombic, with hole

Negative Cutting edge length (R) Thickness (s) Corner radius (rε) Chipbreaker
symbol

(4-14, 4-80)

TAC External 
Toolholders

TAC External 
Toolholders

TAC External 
Toolholders

TAC External 
Toolholders

� : Stocked items.
� � Will be replaced by new products.
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CNMG120412-27 ��

CNMG120408-NM �� ��� �

*CNMG120412-NM �� ���

CNMG090304-TM �� ��

CNMG090308-TM �� ��

CNMG120404-TM �������� �

*CNMG120408-TM �������� �

CNMG120412-TM ������� �

CNMG120416-TM �� ��� �

CNMG160612-TM ��� ���

CNMG190608-TM �� ���
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CNMG120404-SM ��

*CNMG120408-SM ��
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Steel Stainless SuperalloysCast Iron Non-ferrous Hard
Materials

TAC inserts 
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TAC toolholders
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Note: Chipbreaker cross sections are of * marked inserts.
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(Cross section)

Insert Cat. No.
Applicable
toolholders

(pages)

TAC Internal 
Toolholders

J-series
(Only R= 09)

Rhombic, with hole

Negative Cutting edge length (R) Thickness (s) Corner radius (rε) Chipbreaker
symbol

(4-14, 4-15,
4-44, 4-46, 

4-80)

TAC External 
Toolholders

Stocked grades
Coated Coated

cermet Cermet

 � : Stocked items.
 � � Will be replaced by new products.
 � � Available from 2011.
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CNMG120412 ����������� �� �

CNMG120416 ���������

CNMG160608 ���������

CNMG160612 ���������

CNMG160616 ���������

CNMG190608 ������

CNMG190612 ���������

CNMG190616 ���������

CNMG120404-CM ���
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TAC inserts 
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TAC boring 
toolholders
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(15-1)
TAC toolholders

(4-1)
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Note: Chipbreaker cross sections are of  * marked inserts.
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Insert Cat. No.
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toolholders

(pages)
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Toolholders
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(Only R= 09)

Cutting edge length (R) Thickness (s) Corner radius (rε) Chipbreaker
symbol
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TAC External 
Toolholders

� : Stocked items.
� � Will be replaced by new products.
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Materials

TAC inserts 
Selection Guides

(2-2)
Grades

(1-1)

TAC boring 
toolholders

(5-1)
Technical reference

(15-1)
TAC toolholders

(4-1)

Rhombic, with hole

Negative

� : Stocked items.
� � Will be replaced by new products.

Note: Chipbreaker cross sections are of * marked inserts.
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CNMG120408L-S � �� � �

CNGG120404R-P � � �

CNGG120404L-P � � �

*CNGG120408R-P � � �

CNGG120408L-P � �

CNMG190612-THS ��

*CNMG190616-THS ��

CNMG190624-THS ��

CNMG250924-THS ��

*CNMG120408-TH ������ �
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 � : Stocked items.
 � � Will be replaced by new products.
 � � Available from 2011.
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